AMERICAN CONSULATE GENERAL
Regional Procurement Support Office
Giessenerstrasse 30

60435 Frankfurt am Main

Germany

Tel: +49 60 7535 3335
Email: MacDougallM@State.gov
May 19, 2016

Subject: Request for Quotations (RFQ) No.: SGE500-16-Q-0027

Ladies and Gentlemen:

The United States Consulate General, Frankfurt, has a requirement to demolish, procure, deliver,
install 674 Basement Windows, including grills, for the Frankfurt Housing Seidlung, see detailed

specifications on pages 2 to4, on behalf of the Management Facilities Office, U.S. Consulate
General Frankfurt, Giessenerstrasse 30, 60435 Frankfurt.

All literature and discussions pertaining to this project will be in the English language. Any
translations if necessary, desired by the offerors, must be made at their expense.

The quotation must be submitted to email address: MacDougallM@State.gov, subject
"QUOTATION SGES500-16-Q-0027,” as soon as possible but no later than June 1, 2016.

Any questions regarding this RFQ should be directed to Maureen MacDougall, RPSO Contract
Specialist, via email: MacDougallM@State.Gov.

Award will be subject to the laws and regulations of the United States of America and is being
competed utilizing full and open competition procedures.



STATEMENT OF WORK
Replacement of 674 Basement windows
COB Frankfurt, Germany

I. GENERAL INFORMATION

This Statement of Work is intended to identify basic requirements for the replacement of
674 basement windows in the Siedlung.

Hereinafter known as the Work and to provide applicable criteria which the Local
Contractor must use for the preparation of construction of the Work.

II. PROJECT REQUIREMENTS

A. Description of Project:

The United States Government (USG) Department of State (DOS),
Consulate Frankfurt is planning to replace 674 basement windows.

B. General Requirements:

1. The work requires delivery, de-installation, installation and
disposal services as described herein.

2 The Contractor shall maintain a system of quality assurance and

quality control to ensure that the documentation of the design
meets the requirements of this contract.

C. Specific Requirements:
1. 580 windows, size 795 mm x 365 mm, including window grills
2. 94 windows , size 1190 mm x 555 mm, including window grills

3. Window specification: White PVC window frame, tilt

4. Glass pane specification: Double pane insulating glass: 1SO 24/Ug1,1
4:/16Ar/4

5. Installation work: The installation of the new windows includes
installation, de-installation and disposal of the existing windows.



System: BEWA K70 Vario 4

AD-FLR Vario Norm S 77 mm flachenversetzt
Farbe: Weil}

Dichtung: Lichtgrau

Entwdsserungsart: Nach vorne

Glasart: ISO 24/Ug1,1 4:/16AR/4
Diibellochbohrungen: D6mm

580 Stk. 795mm x 365mm T
Kipp-Griff-oben

Weild — Dichtung Lichtgrau
Dichtungen Anschlagdichtungen
ISO 24/Ugl,1 4:/16Ar/4 ‘
Sekustik Olive weiR lose — 795 —
Verbreiterung: 35mm

AD-FLR Vario Norm S 77 mm Flachenversetzt

2 ST. Sicherungsschere ( Kippfenster ) vormontiert

Demontage der Altfenster

Verleisten/Versiegeln auBen umlaufend

Verleisten/Versiegeln innen umlaufend

Inklusive Lochblech aus verzinktem Stahl

SZR 16mm Alu Silber
Float unbeschichtet klar 4mm
Float Low-E Neutral 4mm

Entsorgung der Altfenster bitte als alternativ Position auffiihren



94 Stk. 1190mm x 555mm

Kipp-Griff-oben o

Weilk — Dichtung Lichtgrau

Dichtungen Anschlagdichtungen \

ISO 24/Ug1,1 4:/16Ar/4

555

Sekustik Olive weil lose o

Verbreiterung: 35mm

AD-FLR Vario Norm S 77 mm Flachenversetzt

2 ST. Sicherungsschere ( Kippfenster ) vormontiert
Demontage der Altfenster

Verleisten/Versiegeln auBen umlaufend
Verleisten/Versiegeln innen umlaufend

Inklusive Lochblech aus verzinktem Stahl!

SZR 16mm Alu Silber
Float unbeschichtet klar 4mm
Float Low-E Neutral 4mm

Entsorgung der Altfenster bitte als alternativ Position auffiihren



